L20 DOORS / SHUTTERS / HATCHES 

610 ROLLER SHUTTER

Product reference: GUARDIAN COMMERCIAL RANGE -  CR 80 MODEL
Arrangement: Vertical roller shutter 

Accreditation: BS EN 1324
Online Information http://www.guardiandoors.net/products/roller-shutters/commercial-range-athena/cr-80/model-overview
A vertical punched lath security shutter designed for commercial security.
Dimensions:
Opening height up to 6000mm, opening width up to 5000mm. Maximum area 20m².
Shutter weight: 9.25kg/m² (9.5 kg/m² for glazed) of door opening.
Curtain
80mmdeep aluminium double single wall lath. Slots may be punched to provide 62% vision polycarbonate filled as option. 150mm x 55 mm with 30 mm spacing’s – Brickbond pattern and inline.
Bottom Rail
77mm deep extruded aluminium bottom rail with 20 mm extruded rubber section at base.
Side Guides
90x 34mm or 120mm x 39mm extruded aluminium guide with integral box section for strength.
Shutter barrel
Continuous mild steel tube – with counterbalance springs inside the tube for manual operation shutters.
Hood
Compact four sided pre-finished steel cover to roller shutter coil.
Operation
Manual push up/pull down operation with locking bottom rail. Maximum area 8m².
Electric operation with 240v 1ph motor via control button unit. Maximum area 20m².
Finish
Polyester powder coated finish in standard white or brown. Or powder coated to any standard BS or Ral number 
Consult with Guardian Doors Ltd for availability of alternative finishes and to obtain samples. 

Consult with Guardian Industrial Doors Ltd technical literature for details. Guardian Doors can also provide a design and specification advisory service and it is recommended that they are consulted early in the design process. 
Manufacturer: GUARDIAN INDUSTRIAL DOORS 45 Progress Road Leigh On Sea Essex, SS9 5PR Tel: 01702 512424. Fax: 01702 510015. Email: mail@guardiandoors.com [image: image1.png]
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OPTIONS 

Cosmetic

Polycarbonate clear inserts to slots in curtain.


Controls and operation 

Key switch control unit – flush mounted
Key switch control unit – surface mounted
External weatherproof push button
Key lockable push button control
Group control unit for up to 6 shutters simultaneously (will require additional safety pressure edge.)) 
Radio controlled (will require additional safety pressure edge.)

Safety Systems
Safety bottom edge
Safety photo cell beam


Security 
Ground locks and interlock facility 

Bullet lock interlock box

Emergency operation
External manual override for external fitted electric shutters.
External manual override lockable plate to crank hole.
External manual override for internal fitted electric shutters.
Internal manual override for internal fitted electric shutters
Battery back up unit
